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Claims 

What is claimed is 

1 . A method for dynamic definition of layer 2 tunneling 
connections comprising the steps of 

- requesting a layer 2 tunneled connection from a layer 2 
tunneling control service element by a client terminal 

- specifying the peers of the tunnel which identifying a layer 2 
tunneling access concentrator and a layer 2 tunneling network 
server by said layer 2 tunneling control service element, and 

- configuring the peers by said layer 2 tunneling control service 
element, 

- and creating a layer 2 tunnel between the peers, wherein said 
method comprises a further deduction step of deducing the 
peers from said requesting step. 

2. The method according to claim 1 , wherein the step of deducing 
is dependent on the availability of infra structure and/or 
accounting information. 
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3. The method according to claim 1, wherein the result of the step 
of deducing is supported by a data base. 

4. The method according to claim 3 , wherein the data base is 
realized as invocation of a RADIUS service. 

v 

5. A Layer 2 Tunneling Control Service Element for dynamic 
definition of layer 2 tunneling connections, comprising receiving 
means for receiving a layer 2 tunneled connection request 
evaluation means for evaluating a layer 2 tunneled connection 
request, configuring means for configuring the layer 2 tunneling 
peers and execution means for initiating the configured layer 2 
tunneling, wherein said evaluation means comprises deduction 
means for identifying suitable layer 2 tunneling peers. 

6. The Layer 2 Tunneling Control Service Element according to 
claim 5, wherein the deduction means comprises discovery 
means for retrieving infra structure and/or accounting 
information. 

7. The Layer 2 Tunneling Control Service Element according to 
claim 6, wherein the deduction means comprises means for 
invoking a RADIUS service. 
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8. A Network Access Server comprising processing means for 
processing a layer 2 tunneled connection request invoking a 
layer 2 tunneling control service element. 

9. The Network Access Server according to claim 8 comprising said 
layer 2 tunneling control service element 

1 0. An L2TP Client Device for dynamic definition of layer 2 
tunneling connections comprising configuration means for 
specifying a layer 2 tunnel configuration and tunneling means 
providing a layer 2 tunneled connection, wherein said layer 2 
tunnel configuration means is controlled by a control means for 
replacing a deduced definition by a layer 2 tunneling peer. 

1 1 . The L2TP Client Device according to claim 1 0 wherein the 
configuration means comprises further receiving means for 
receiving the deduced definition from a layer 2 tunneling 
service element. 

12. A Computer Software Product for dynamic definition of layer 
2 tunneling connections comprising programming means 
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realizing a layer 2 tunneling control service element according 
to claim 5. 

13. A Computer Software Product for dynamic definition of layer 
2 tunneling connections comprising programming means for an 
L2TP client device replacing a definition of a layer 2 tunneling 
peer, according to claim 10. 



